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Information: Inspection Date

10/03/2022
Information: Inspection Time In

2:00 PM
Information: Inspection Time Out

4:00 PM

Information: Weather Conditions

Sunny
Information: Temperature

80-90

Approximate degree range
at the time of the inspection.

Information: In Attendance

Inspector
This is not a code compliant inspection. This is a visual inspection for best building practices, proper cable installation
and form board levelness, etc...

1: GENERAL INFORMATION

Information
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Site and Soil Conditions: Bearing

Soil Conditions Acceptable

Bearing soil appeared to be
undisturbed or properly
compacted.

Foundation Forms: Slab thickness

at Pads

4 to 5 inches

Foundation Forms: Beam

measurements

27 inches

Approximate based on sample
measurements.

Foundation Forms: String line in

place

String line in place at the time of
this review.

Rough Plumbing: Water supply

line material

Pex

Rough Plumbing: Water meter

location

The water meter was located
near the street in front of the
home.

Foundation Forms: Foundation Form Elevations (Zip Level Review)

The following report constitutes the foundation measurement survey. The information provided consists of elevation
measurements taken using a Technidea Pro-2000 Zip Level and is over and above the standard home inspection
evaluation of a foundation by using a specialized measure tool. Included in the diagram below are the elevations
changes in portions of an inch from the zero point. (The zero point is marked *) The purpose of these measurements is
to further evaluate and document the levelness of the form boards. 

The �ndings and conclusions are the opinion of the inspector based upon the inspector's experience in residential
inspections, visual observations of the structure and the measurements taken.

The inspector is not an engineer, and the information in the report does not constitute and engineering opinion on the
performance of the foundation.

Foundation Forms: Form boards straight and supported

Form boards are straight and appeared to be properly supported at the time of this review.

2: SITE AND FORMS

Information
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Rough Plumbing: Size of water line

1 1/8”

Recommendations

2.1.1 Design Criteria

FOUNDATION PLANS NOT AVAILABLE

Plans were not located at the time of inspection and the cable layout, beam depth & pad depth had to
be checked based on past experience with typical DFW construction norms.

De�cient

2.3.1 Foundation Forms

MOISTURE BARRIER TORN OR GAPPED

BATHROOM NEAR THE GARAGE

Gaps or openings observed in the moisture barrier should be
repaired.

De�cient

2.3.2 Foundation Forms

GAP BELOW FORM BOARD

Caps are openings observe below form boards. Ideally soil should cover this area before the pour to help
prevent concrete under-spill.

De�cient
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2.3.3 Foundation Forms

HIGH SPOT

RIGHT CORNER OF LEFT FRONT ROOM

There was observed to be one or more high spots on the form
boards. The levelness of the forms should be re-checked and
corrected prior to pouring concrete. 

De�cient
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2.3.4 Foundation Forms

LOW FORM BOARDS

RIGHT REAR CORNER

The low areas of the form boards should be corrected. This inspector
marks any measurement lower than 3/4” as low. 

De�cient

2.4.1 Rough Plumbing

PVC DRAIN LINES NOT WRAPPED

PVC drain lines were not wrapped to protect them from contact with the concrete. PVC pipes are wrapped
to protect them from foundation movement and from the chemicals in concrete. 

De�cient
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